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Can be equipped with
a full suite of
self-developed
Al-powered intelligent
monitoring systems.
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CE Certification  ATEX certification IS09001:2015
15014001:2015/1S045001:2018
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Smart Monitoring, Safe & Precision That Powers Small Size, Big Flexibility Atmosphere-Controlled,
Closed-Loop Discovery Quality-Ensured
Real-time tracking of High accuracy, low material Compact and Full inert gas shielding along
powder spreading, melt usage—perfect for space-savvy—fits effortlessly the entire powder path
pool, and surface picneering new alloys and into tight spaces and adapts keeps oxygen < 100 ppm,
morphology—full visibility, processes. A rock-solid, to virtually any workshop preventing oxidation and
total control, and complete open-platform design that environment. guaranteeing consistent,
traceability for safety and puts research and innovation high-quality output every
quality you can trust. in the fast lane. time.

Acetabular cup Lattice structure Fighter jet model




SLM180A Technical Specifications

| FomingMotaris | [ienium oloys, ahminu oloys staes tes_copper aloys swerstos|
Build Envelope 196 x 230 mm (O x H) excluding base plate
LaserType 500 W fiber laser x 1
Scanning System High-speed galvanometer scanner
Focusing System F-theta lens
Beam Quality M*<1.1
Spot Diameter 30-80 um (optional)
Scanning Speed =7 m/s
Layer Thickness 20-100 um
Recoating Mechanism Unidirectional variable-speed powder recoating
Shielding Gas Ar/N,
Chamber Oxygen Content <100 ppm
Build Rate :r?a:cze?iggzg p(a ?teggonrcrilse?rl} )equipment configuration,process parameters, printable
Machine Dimensions 1400 x 900 x 1850 mm (W x D x H)
Installation Dimensions 2400 x 1900 x 2500 mm (W x D x H)
Power Supply AC 380 V,50/60 Hz,three-phase five-wire
Peak Power Consumption 5 kw
Total Weight 800 kg
L. s

Wuhan Luojia Intelligent Technology Co., Ltd

Tel: 0730-8858595 (Inquiry) / 0730-8858696 (Business)

Email: info@luojiatech.com

Website: https://www.luojiatech.com
Address: Room 1602-1603, Building A, Hubei Science and Technology Entrepreneurship Tower, Luoshi North Road,
Wuchang District, Wuhan, Hubei Province 430000, China
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Smart Monitoring, Safe &

Closed-Loop

Real-time tracking of
powder spreading, melt
pool, and surface
morphology—full visibility,
total control, and complete
traceability for safety and
quality you can trust.

Y

Stainless steel prototype

Integrated Functionality,
Maximum Efficiency
Data traceability and

process tracking are fully

integrated for one-click
operational traceability,
empowering your entire
production workflow with
superior efficiency.

SLM280A

Metal 3D printer
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CE Certification

Je
Smart Algorithms, Adaptive
Parameter Control
Intelligent algorithms
dynamically adjust laser
power and scanning speed
based on material type and
part geometry, delivering a
substantial increase in
production performance.

Irregularly shaped pipelines
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ATEX certification

Can be equipped with
a full suite of
self-developed
Al-powered intelligent
monitoring systems.
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1S09001:2015
1S014001:2015/1S045001:2018

Atmosphere-Controlled,
Quiality-Ensured

Full inert gas shielding along

the entire powder path
keeps oxygen < 100 ppm,
preventing oxidation and
guaranteeing consistent,
high-quality output every
time.

Sectional view of a camera



SLM280A Technical Specifications

| FomingMoteris | [ienium oloys, ahminu oloys staes ses, copper alys sperslos|
Build Envelope 280 x 280 x 320 mm (W x D x H) excluding base plate
LaserType 500 W fiber laserx 1/ x 2
Scanning System High-speed galvanometer scanner
Focusing System F-theta lens
Beam Quality M*<1.1
Spot Diameter 70-120 pum (optional)
Scanning Speed =7 m/s
Layer Thickness 20-100 um
Recoating Mechanism Unidirectional variable-speed powder recoating
Shielding Gas Ar/N,
Chamber Oxygen Content <100 ppm
Build Rate 30-50 cm®h  (depends on equipment configuration,process parameters, printable
material,and part geometry)
Machine Dimensions 1600 x 1500 x 2400 mm (W x D x H)
Installation Dimensions 4000 x 2100 x 2600 mm (W x D x H)
Power Supply AC 380 V,50/60 Hz,three-phase five-wire
Peak Power Consumption 22 KW/27 kW
Total Weight 3000 kg
L. s

Wuhan Luojia Intelligent Technology Co., Ltd

Tel: 0730-8858595 (Inquiry) / 0730-8858696 (Business)

Email: info@luojiatech.com

Website: https://www.luojiatech.com
Address: Room 1602-1603, Building A, Hubei Science and Technology Entrepreneurship Tower, Luoshi North Road,
Wuchang District, Wuhan, Hubei Province 430000, China
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Metal 3D printer
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Can be equipped with
a full suite of
self-developed
Al-powered intelligent
monitoring systems.
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CE Certification  ATEX certification 1S09001:2015
1S014001:2015/1S045001:2018

Smart Monitoring, Safe & Long-Life Filter Cartridge, Bidirectional Spreading, Atmosphere-Controlled,
Closed-Loop Lower Operating Costs Superior Quality & Efficiency Quality-Ensured
Real-time tracking of The built-in circulating Srnart bidirectional powder Full inert gas shielding along
powder spreading, melt filtration system, featuring a spreading technology the entire powder path
pool, and surface durable long-life filter guarantees uniform layer keeps oxygen < 100 ppm,
morphology—full visibility, cartridge, minimizes thickness and exceptional preventing oxidation and
total control, and complete consumable costs and density, delivering a guaranteeing consistent,
traceability for safety and ensures cost-effective, substantial boost in both high-quality output every
quality you can trust. long-term operation. printing speed and final part time.
quality.

Exhaust nozzle Engine manifold Closed impeller



SLM350A Technical Specifications

| FomingMoteriss | [ienium oloys, abminu oloys staes e, copper aloys, speraloys|
Build Envelope 430 x 350 x 400 mm (W x D x H) excluding base plate
LaserType 500 W fiber laserx 2/ x 4/ x 6
Scanning System High-speed galvanometer scanner
Focusing System F-theta lens
Beam Quality M*<1.1
Spot Diameter 70-120 pum (optional)
Scanning Speed =7 m/s
Layer Thickness 20-100 um
Recoating Mechanism Single/ bidirectional variable-speed powder recoating
Shielding Gas Ar/N,
Chamber Oxygen Content <100 ppm
Build Rate gg;‘lg&e ;:nn;;grlia(l,gﬁgeggr? ‘ ggm t:;=:Cv:r1;/.|)ipmen’t configuration,process parameters,
Machine Dimensions 3400 = 1300 x 2300 mm (W x D x H)
Installation Dimensions 3700 x 2600 x 3250 mm (W x D x H)
Power Supply AC 380 V,50/60 Hz,three-phase five-wire
Peak Power Consumption 27 kKW/32 kW/36 kW
Total Weight 3500 kg
L. s

Wuhan Luojia Intelligent Technology Co., Ltd

Tel: 0730-8858595 (Inquiry) / 0730-8858696 (Business)

Email: info@luojiatech.com

Website: https://www.luojiatech.com
Address: Room 1602-1603, Building A, Hubei Science and Technology Entrepreneurship Tower, Luoshi North Road,
Wuchang District, Wuhan, Hubei Province 430000, China
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Metal 3D printer
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Can be equipped with
a full suite of
self-developed
Al-powered intelligent
monitoring systems.
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CE Certification  ATEX certification 1S09001:2015
1S014001:2015/1S045001:2018

Smart Monitoring, Safe & Long-Life Filter Cartridge, Bidirectional Spreading, Atmosphere-Controlled,
Closed-Loop Lower Operating Costs Superior Quality & Efficiency Quality-Ensured
Real-time tracking of The built-in circulating Srnart bidirectional powder Full inert gas shielding along
powder spreading, melt filtration system, featuring a spreading technology the entire powder path
pool, and surface durable long-life filter guarantees uniform layer keeps oxygen < 100 ppm,
morphology—full visibility, cartridge, minimizes thickness and exceptional preventing oxidation and
total control, and complete consumable costs and density, delivering a guaranteeing consistent,
traceability for safety and ensures cost-effective, substantial boost in both high-quality output every
quality you can trust. long-term operation. printing speed and final part time.
quality.

Automotive wheel hubs Impeller



SLMA450A Technical Specifications

| FomingMoteriss | [ienium oloys, abminu oloys staes e, copper aloys, speraloys|
Buid Emvelope | 80 0 g B e e e
LaserType 500 W fiber laserx 2/ x 4/ x 6
Scanning System High-speed galvanometer scanner
Focusing System F-theta lens
Beam Quality M*<1.1
Spot Diameter 70-120 pum (optional)
Scanning Speed =7 m/s
Layer Thickness 20-100 um
Recoating Mechanism Single/ bidirectional variable-speed powder recoating
Shielding Gas Ar/N,
Chamber Oxygen Content <100 ppm
Build Rate gg;‘lg&e ;:nn;;grlia(l,gﬁgeggr? ‘ ggm t:;=:Cv:r1;/.|)ipmen’t configuration,process parameters,
Machine Dimensions 3965 x 1755 x 3850 mm (W x D x H)
Installation Dimensions 5000 = 2800 x 3900 mm (W x D x H)
Power Supply AC 380 V,50/60 Hz,three-phase five-wire
Peak Power Consumption 32 kW/36 kW/40 kW
Total Weight 7500 kg
L. s

Wuhan Luojia Intelligent Technology Co., Ltd

Tel: 0730-8858595 (Inquiry) / 0730-8858696 (Business)

Email: info@luojiatech.com

Website: https://www.luojiatech.com
Address: Room 1602-1603, Building A, Hubei Science and Technology Entrepreneurship Tower, Luoshi North Road,
Wuchang District, Wuhan, Hubei Province 430000, China
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Metal 3D printer

Can be equipped with
Dl a full suite of
RN, ™ self-developed
CREGL Al-powered intelligent
monitoring systems.
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CE Certification  ATEX certification 1S09001:2015
1S014001:2015/1S045001:2018

Smart Monitoring, Safe & Long-Life Filter Cartridge, Bidirectional Spreading, Atmosphere-Controlled,
Closed-Loop Lower Operating Costs Superior Quality & Efficiency Quality-Ensured
Real-time tracking of The built-in circulating Srnart bidirectional powder Full inert gas shielding along
powder spreading, melt filtration system, featuring a spreading technology the entire powder path
pool, and surface durable long-life filter guarantees uniform layer keeps oxygen < 100 ppm,
morphology—full visibility, cartridge, minimizes thickness and exceptional preventing oxidation and
total control, and complete consumable costs and density, delivering a guaranteeing consistent,
traceability for safety and ensures cost-effective, substantial boost in both high-quality output every
quality you can trust. long-term operation. printing speed and final part time.
quality.

Aero-engine impeller Satellite sunshade UAV bracket



SLMB800A Technical Specifications

| FomingMoteriss | [ienium oloys, abminu oloys staes e, copper aloys, speraloys|
Build Envelope 830 x 830 x 1200 mm (W x D x H) excluding base plate
LaserType 500 W fiber laser x 4/ x 6/ % 8
Scanning System High-speed galvanometer scanner
Focusing System F-theta lens
Beam Quality M*<1.1
Spot Diameter 70-120 pum (optional)
Scanning Speed =7 m/s
Layer Thickness 20-100 um
Recoating Mechanism Single/ bidirectional variable-speed powder recoating
Shielding Gas Ar/N,
Chamber Oxygen Content <100 ppm
Build Rate g%a%ggle ;:nn;;grlia(l,gﬁgeggr? ‘ ggm t:;=:Cv:r1;/.|)ipmen’t configuration,process parameters,
Machine Dimensions 8000 x 5600 x 6200 mm (W x D x H)
Installation Dimensions 9000 x 6600 x 7200 mm (W x D x H)
Power Supply AC 380 V,50/60 Hz,three-phase five-wire
Peak Power Consumption 44 kW/48 kW/52 kKW
Total Weight 40000 kg
L. s

Wuhan Luojia Intelligent Technology Co., Ltd

Tel: 0730-8858595 (Inquiry) / 0730-8858696 (Business)

Email: info@luojiatech.com

Website: https://www.luojiatech.com
Address: Room 1602-1603, Building A, Hubei Science and Technology Entrepreneurship Tower, Luoshi North Road,
Wuchang District, Wuhan, Hubei Province 430000, China
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CE Certification  ATEX certification 1S09001:2015
1S014001:2015/1S045001:2018
Smart Monitoring, Safe & Long-Life Filter Cartridge, Bidirectional Spreading, Atmosphere-Controlled,
Closed-Loop Lower Operating Costs Superior Quality & Efficiency Quality-Ensured
Real-time tracking of The built-in circulating Srnart bidirectional powder Full inert gas shielding along
powder spreading, melt filtration system, featuring a spreading technology the entire powder path
pool, and surface durable long-life filter guarantees uniform layer keeps oxygen < 100 ppm,
morphology—full visibility, cartridge, minimizes thickness and exceptional preventing oxidation and
total control, and complete consumable costs and density, delivering a guaranteeing consistent,
traceability for safety and ensures cost-effective, substantial boost in both high-quality output every
quality you can trust. long-term operation. printing speed and final part time.
quality.

Engine casing

Turbojet engine Solar panel ring mounting surface



SLM1500A Technical Specifications

| FomingMoteriss | [ienium oloys, abminu oloys staes e, copper aloys, speraloys|
Build Envelope 1550 x 1550 x 1500 mm (W x D x H) excluding base plate
LaserType 500 W fiber laser x 16/ x 32
Scanning System High-speed galvanometer scanner
Focusing System F-theta lens
Beam Quality M*<1.1
Spot Diameter 70-120 pum (optional)
Scanning Speed =7 m/s
Layer Thickness 20-100 um
Recoating Mechanism Single/ bidirectional variable-speed powder recoating
Shielding Gas Ar/N,
Chamber Oxygen Content <100 ppm
Build Rate gggtg&g mcg?;frgl(a dn Cloggrctisgegrrln e?%wpment configuration,process parameters,
Machine Dimensions 11000 x 6000 x 6700 mm (W x D x H)
Installation Dimensions 12000 x 7000 x 8000 mm (W x D x H)
Power Supply AC 380 V,50/60 Hz,three-phase five-wire
Peak Power Consumption 83 kW/107 kW
Total Weight 80000 kg
L. s

Wuhan Luojia Intelligent Technology Co., Ltd

Tel: 0730-8858595 (Inquiry) / 0730-8858696 (Business)

Email: info@luojiatech.com

Website: https://www.luojiatech.com

Address: Room 1602-1603, Building A, Hubei Science and Technology Entrepreneurship Tower, Luoshi North Road,
Wuchang District, Wuhan, Hubei Province 430000, China




